


The Swamp to Klear Program

1. Remove as much debris from the water as you can.

2. Shock the pool with SeaKlear® Chlorine-Free Shock Oxidizer. Double the amount of
shock used if the pool has been green more than one week.

3. Use 4 ounces of SeaKlear Yellow Klear per 10,000 gallons of pool water to
kill the algae.

4. Then add 1 quart of SeaKlear PRS®—Stage 1 per 10,000 gallons of pool B
water.

5. Continue to run the equipment for six hours.

6. After six hours, add 1 quart of SeaKlear PRS—Stage 2 per
10,000 gallons of pool water.

7. Continue to run the equipment and to clean the filter and
baskets as necessary until the pool is clean and clear.

UT OF REACH OF CHILORE!
WARNING

8. After the pool is clear, add 1 quart of SeaKlear Phosphate
Remover per 20,000 gallons of pool water. After 48 hours, test the phosphate
level with a phosphate test kit approved for swimming pool use. If needed
reapply SeaKlear Phosphate Remover to achieve a phosphate level of less than 200 parts per billion

(ppb).

For Chlorine Pools

9. Wait one week and then add 1 pint of SeaKlear Algae Prevention & Remover per 10,000
gallons of pool water, per label directions, to protect your pool from algae
for the next 90 days.

For Salt Pools

9. Wait one week and then add 6 ounces of SeaKlear Problem Klear per
10,000 gallons of pool water, per label directions. For maintenance
protection against algae use 5 to 6 ounces of SeaKlear Problem Klear in
combination with your sanitizer bi-weekly or as needed.

This SeaKlear program is guaranteed to reduce occurrences of resistant algae in properly
balanced and sanitized pools.
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SeakKlear at 866-99-KLEAR or 7
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